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Weight

Plain 75 gsm 003R98810 A4

Xerox® Premier

Xerox® Colour Laser Labels Label 003R97524 24 up A4

Glossy Cardstock 170 gsm 003R90361 Silk Cover A4

Glossy Cardstock 210 gsm 003R90364 Silk Cover A4

Xerox® Colotech+                                
Silk Coated

A4

Lightweight Glossy Cardstock 140 gsm 003R90358 Silk Text A4

Lightweight Glossy Cardstock

Xerox® Colotech+                  
Gloss Coated 

 Lightweight Glossy Cardstock 120 gsm 003R90336 Gloss Text A4

 Lightweight Glossy Cardstock 140 gsm 003R90339 Gloss Text

Glossy Cardstock 210 gsm 003R90345 Gloss Cover A4

003R98852 A4

A4

Glossy Cardstock 170 gsm 003R90342 Gloss Cover A4

120 gsm 003R90355 Silk Text

003R91854

Xerox® Colotech+                         
(Gold label)

Plain 90 gsm 003R98837 A4

Plain 100 gsm 003R98842 A4

Lightweight Cardstock

Cardstock 200 gsm 003R97967 A4

Cardstock 220 gsm 003R97971 A4

120 gsm 003R98847 A4

Lightweight Cardstock 160 gsm

Xerox® Business Plain 80 gsm
003R91820 A4 Gloss variation can occur from machine rolls 

on high coverage, solid fill prints; if so, adjust 
the fuser temperature, reduce coverage, or try 

a different paper.
High humidity may cause misfeeds or 

multifeeds.  Performance may vary with 
temperature and humidity extremes.  Mottle 

may occur with high area coverage and 
smooth or glossy papers; try transfer setting 

adjustment or a different media or reduce area 
coverage.

003R91823 (4 hole) A4 

A4

Xerox® Recycled Recycled 80 gsm 003R91165 Recycled A4

Plain 80 gsm
003R91832 A5
003R91720 A4

Plain 90 gsm

Media

Labels 

Plain                    
(75 - 105 gsm)

 Lightweight Cardstock (106 - 176 gsm)

Glossy Cardstock (177 - 220 gsm)  Cardstock (177 - 220 gsm)

Recycled (60 - 80 gsm)

 Lightweight Glossy Cardstock (106 - 176 gsm)
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Versalink C500/C505/C600/C605
 Recommended Media List

Input Trays
Ouput Trays: 

Y: Can be transported, N: Cannot be trasnportedA = Auto Duplex             S = Simplex Only      
M = Manual Duplex      n = not supported 

Paper Type Setting Type SizeRe-Order #


